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FIRE RATED DOOR

Our Fire Door Set meets the requirements of the MS 1073: Part 3: 1996
(Amd. 1:2003) with full cyclic test.

DOORSET ACCESSORIES
HINGES

MORTISE LOCK

LEVER HANDLE

DOOR CLOSER

DOOR SELECTOR

AUTOBOLT

Certified By: Approved By: For more information,

kindly contact:-
Tel : 603-7983 3391

Fax : 603-7980 6926
Email : sales@wellmen.com.my
Website : www.wellmen.com.my
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for
industry
residential
office building
hospital
airport

hotel & resorts
shopping mail

"* 900 Series Mortise Locks

Mortise Lockcase

Deadlock, bathroom lock, latch and nightiatch lock

165 x 89 x 15mm

235x20%3mm

72mm

Euro profile cylinders

Case is cold rolled steel with a satin nickel finish Hpb-59 brass deadbolt
and latchbolt with satin nickel finish Forend is grade 304 stainless steel
with matching strike plate. Both forend and strike with square ends
{optional rounded forend and strike also available)

Satin stainless steel (S} as standard on forend and strike, with optional
plated brass (PB) finish to forend and strike on request

Phosphor bronze bushed “gripping” follower smooth action, reduced
wearand firm positive hold on the spindle Deadbolt throw { double turn
of key or cylinder turn): 10.5mm Spring patch is fixed inside to prevent
the handle form drooping Key will operate both deadbolt and latch
profile, quick reversible without removal of case cover 1.5° positive
follower angle, with full follower opérationiin 2.1°

for Timber & Steel Doors

Anti Panic Roller Entrance Passage
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Profile Cylinder Lever Handle

Privacy Cylinder Single Thumbturn Cylinder

WM 1046

Half Cylinder Double Cylinder
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Cylindrical Knobset Deadbolts Tubular Leverset

Product of

600 Series Door Closer

Sliding Arm

Parallel Arm Bracket

Door Stopper
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